REVISIONS

DESCRIPTIONS

BY |[DATE

APPROVED

N

K
2" (50.8MM) MIN. 4=
K4

SAN

(No. 15)

EACH WAY

PIPE SIZE

BEARING SIZE

12" (304.8mm)

15 S.F. (1.4m?)

10" (254.0mm)

11 S.F. (1.0m?)

8" (203.2mm)

7 S.F. (0.7m?)

6" (152.4mm)

4 SF. (0.4m?)

4" (101.6mm)

2 S.F. (0.2m?)

7!

No.4 REBAR-12" (304.8mm) O.C.

REDUCER SIZE

LARGE END

SMALL END

BEARING AREA

UNDISTURBED —
EARTH

—

7
AN

12" (304.8mm)

8" (203.2mm)

9 SF. (0.8m?)

12" (304.8mm)N0” (254.0mm)

5 S.F. (0.5m?)

8" (203.2mm)

(0.6m) & (0.6m)

6” (152.4mm)

4 SF. (0.4m?)

NOTE:

BEARING AREA SHALL BE AGAINST UNDISTURBED EARTH

ALL BOLTS AND FITTINGS SHALL BE COVERED AND
TAPED WITH PLASTIC WRAP, 30 MIL.

CONCRETE SHALL BE 6-SACK, 3000 PS|

BEARING AREA
PIPE [11-1/4'22—1/2" 45° 90°
SIZE | BEND | BEND | BEND | BEND
12" |3 SF. |6 S.F. |12 S.F.[21 S/F.
B 10" [2 SF. |4 SF. [8 SF. [15 SF.
) 8" |2 SF.|3SF. |5SF. [10 SF.
6" |1 SF.|2S.F. [3SF. |4SF.
4" |1SF.[1SF. [1SF.|2SF.
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